
SMOKNOVO2

TheSmokNovo2isbothanamendedandupgradedversionoftheoriginalSmokNovo.

SmokNovoisarefillablepodsystem devicethathasa2mlcapacitywhichcanbefilledwith

theapprovedquantityofnicotinesaltliquidsandstandarde-liquids.TheoriginalSmokNovo

podmadealotofcustomersdissatisfiedbecauseitdidn'tperform uptoexpectations.Ithad

operationalissuesthatmadecustomersdispleased.ThisledthemakersoftheoriginalSmok

NovotorecreatetheoriginalSmokNovoandalsoimprovingthefunctionality.

TheoriginalSmokNovointernalbatterycomeswitha450mAhcapacitywhilethenewSmok

Novo2hasabatterycapacityof800mAhwhichisalmosttwicethecapacityoftheoriginal.

Thebatteryalsochargesfasterthanthatoftheoriginal.ThenewSmokNovodoesnotleaklike

thefirstandfeelofthenewSmokNovoissleek,petiteandsatisfactorybasedoncustomer's

reviews.

Moreover,theSmokNovo2wasproducedindifferentexcitingcolourssuchasIMFSilver

Cobra,IMFBlackCobra,IMFGoldCobra,IMFBlueCobra,IMF7-colourCobra,IMFBluecobra

andIMFRedCobra,BlackStabilizingwood,purplestabilizingwood,blueStabilizingwood,

yellowStabilizingwood,greenStabilizingwood,redStabilizingwood,brickshell,Tiffanyblue

shell,goldshell,7-colourshell,yellowandpurple,redandyellow,7-colour,blueandblack,

blackandwhite,greenandred,blueandbrown,purpleshell,goldcarbonfibre,bluecarbon

fibre,tiffanybluecobra,blackcarbonfibre,7-colourcarbonfibre,blackcobra,7-colourcobra,

goldcobra,redcarbonfibre,redcobra,black7-colourspray.

Besides,thereisalanyardforNovo2withwhichthedevicecanbewornaroundtheneckasa

coolaccessoryandatthesametimetoavoidlosingoraccidentallydropping.

ThedifferencesbetweentheSmokNovo1starterkitandSmokNovo2system specsare

indicatedbelow:

TheoriginalSmokNovohasa14.3×24.3×88.3mm dimensionwhiletheSmokNovo2has88

×24.5×14.5mm dimension.

TheoriginalSmokNovohasjust10-16W OutputwhileSmokNovo2has6-25W Outputand

3.0-4.0Vpoweroutput

OriginalSmokNovohasprotectionforshortcircuit,lowvoltage,andan8secondcutoffwhile

theSmokNovo2hasprotectionfor8secondsovertime,shortcircuit,lowvoltageandbottom

MicroUSBport.

TheSmokNovo2hasanupdatedbottom airflowsystem

AlsoaZincalloyconstruction



Betterbatterylifei.e800mAhcomparedtotheoriginalSmokNovo450mAh.

ThenewSmokNovoalsohasanergonomicmouthpiece

Amagnetizedpodconnection

Sidefillsystem withasiliconstopper

Magnetizedpodconnection

SmokNovo2mod

USBcable

1×1.0Ohm Novo2meshcoilpod(2m)

1×1.4Ohm Novo2DCMTLpod(2ml)

Novo2Components

Mouthpiece

8secondscutoffs

Pod

Rubberplug

Lowvoltageprotection

LEDindicator

Micro-USBport

TheSmokNovo2isdesignedinsuchawaythatitcanbeeasilycarriedanywhereand

everywhere.

Withasizeof88.3*24.5*14.5mm,whichisobviouslyontheverysmallsideanditisalsovery

lighttomakeiteasytoholdforalongtimeandyoucanputitinyourpocketorbagandtakeit

anywherewithyou.

Takingthelead,theSmokNovo2podhasawarrantyperiodof12months,whichallowsyouto

useittothefullestforawholeyear.

HowtoFillNovo2WithE-liquid

PulloutthepodoftheSmokNovo2



Pullouttherubberplugandaddthee-liquidthroughtheslotintheSmokNovo2

Securelyandcarefullypresstherubberplug.

From improvedbatterylifetoversatilepodoptions,arefinedairflowstructure,andagorgeous

newlook,theNovo2stepsupasabetteralternativetoothervapingdevices.

ThoughtherearealotofinventionsthatmaylookthesameorfeelthesameastheSmok

Novo2,theNovo2standswhollyoriginalandnothingbeatsoriginal.

TheNovo2standsoutwithawesomeimprovements,includingastructurethatallowsfor

incrediblebatterylifewhilesustaininghighperformance.Itiseasilychargedwiththeincluded

microUSBcableforgo-anywherevaping. 

Whetheryou’reseekinganalternativetotraditionaltobaccoproductsoryouaretryingtomake

theswitchfrom traditionaltobaccoforthemostexcitingandintenseflavourexperience

possible,oryouwantthebestwaytogeneratebigclouds,theNovo2isthebestoptionforyou

anywhereandeverywhereyouare.

Inshort,tobeabletomaximallyutilisetheSmokNovo2,themarketershave

advisedthatnewusersaretoconsulttheproductmanualtoensurethesmoothoperationof

thedevice.Also,usersaretobecarefulwithhowthepodbatteriesarehandledandbemindful

ofthekindsofexternalbatteriestheypurchasetobeusedforthepodasrechargeable

batterieslikeLithium-ionpolymer,Lithium-ionandothershaveintenseandsensitivebattery

components.Ifnothandledproperly,thebatteriesmightventoroverheat.Thebatteriesmust

alsobestoredincontainersthatarenon-conducive.Itisalsorecommendedthatused

batteriesshouldbedisposedofatrecyclingdepots.


