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Product Specifications 

HDMI/DVI-D SINGLE LINK M/M DIGITAL VIDEO CABLE 
 

 

Description 

These Premium PC Cable World cables allow you to go between HDMI 

and DVI-D interfaces, such as DVD, satellite boxes, LCD, projectors, 

plasma and HDTVs. HDMI provides an interface between any HDMI-

enabled source, such as a set-top box, DVD player, and A/V receiver, 

video monitor, and projector for Video only. This means you can go 

either way, from DVI to HDMI and vice versa. 

 

Flame Test FT4  

Pin Assignment 

 

Physical Construction 

Cable [24AWG(7/0.20T)x1P+1TG]x4+24AWG(7/0.20Tx1P+ 

 24AWG(7/0.20T)*3C+AEB85% 

Connectors  

HDMI Type A (Standard) 19Pin Male solder type,  

 contact: copper alloy with gold flash;  

 insulator: thermoplastic UL94V-0,  

 metal sheel with gold plating 

DVI(18+1) male  18+1 pin male, 

 contact: copper alloy with gold flash 

 insulator: thermoplastic UL94V-0 

 metal sheel with gold plating 

Inner Mold PE Inner mold, color: natural 

Jacket PVC 

Outer Diameter (±0.2)(mm) 9.0 

 

 

 

 

 


