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AireGard offers the most complete line-up of ventilators in
the market to suit different needs and applications. It ranges
from spot ventilators to whole house to balanced ventilation.
Complete with accessories such as ducting kits and louvers,
it makes planning and designing the ventilations system in
your home that much simpler.

As the leading ventilation brand in the market, our

team of sales consultants is professionally trained to
provide recommendations and advice for your ventilation
requirements. More importantly, not only does our range
of products come in great quality and extensive warranty,
our excellent after-sale-service that earned us respectable
reputation in the industry.




Model
Fan Type
Air Speed

Motor Speed (RPM)
Air Flow (CFM)

Power (W)

Noise Level (dB)

Motor Rating

Duct Size (mm)/(inch)
Panel Size (mm)
Mounting Size (mm)

Weight (kg)
Installation

Page Number

Noise Level Chart (dB)

Warranty

AireGard.

AXA-500 AXA-320
Impeller Blades with Guide Vanes

Three Three Three
2450 2600 2450
2050 2050 2050
1650 P 1650 gEER 1650 =R
500 324 165 OB
418 259 P 138 YR
336 200 110
131 51 30
114 46 27
101 42 25
63 33 31
59 Speed 2 31 Speed 2 28 Speed 2,
55 29 Speed 1 26
240v/50Hz 240v/50Hz 240v/50Hz
200 (8") 150 (6”) 100 (4”)
4.1 2.5 1.7
Ceilling Mounted Ceilling Mounted Ceilling Mounted
(Vertical / Horizontal) (Vertical / Horizontal) (Vertical / Horizontal)
pg. 13 pg. 13 pg. 13
Whisper
20
#
10 40
Calm Breathing Refrigerator Humming
Leaves Rustling
3 Years

Life. Refreshed.



SL-110
Turbine

Single

730

110

30

40

240v/50Hz
100 (4”)
300 x 300
265 x 265

20

Ceilling
Mounted

pg. 15

Turbine

Single

1028

120

30

43

240v/50Hz
100 (4”)
290 x 290
235 x 235

24
Ceiling
Mounted

pg.17

Normal Conversation

60

3 Years

I
70

City Traffic

SQ-600 SNS-300 SQ-110
Turbine Turbine Turbine
Dual Single Single
1330 1290 760

1302

600 300 110

530

160 65 30

150 P

35 48 20

34

240v/50Hz 240v/50Hz 240v/50Hz
200 (8”) 150 (6”) 100 (4”)

- - 300 x 300
- - 241 x 241
12.0 6.4 45
Ceiling Mounted  Ceiling Mounted Ceiling

(Horizontal) (Vertical / Horizontal) Mounted

pg. 19 pg. 21 pg. 23

Vacuum Cleaner Amplified Music
80 100

I I I I
90 110

Noisy Office Chainsaw
Lawn Mower

5 Years




Model AS-9020 AS-6090 AC-180 AC-60

Fan Type Turbine Turbine Multiblade Multiblade
Air Speed Dual Dual Single Single
Motor Speed (RPM) 1028 1132 1900 2400
824 P 897
Air Flow (CFM) 120 90 180 60
90 Speed 1 60
Power (W) 35 25 19 11
30 20
. 36 36 49 40
Noise Level (dB) 29 o8 I
Motor Rating 240v/50Hz 240v/50Hz 240v/50Hz  240v/50Hz
Duct Size (mm)/(inch) 100 (4”) 100 (4”) 150 (6”) 100(4")
Panel Size (mm) 300 x 300 260 x 260 208 x 208 130 x 130
Mounting Size (mm) 250 x 250 210x 210 @ 155 @ 104
Weight (kg) 3.9 3.2 1.2 0.6
Installation Ceiling Ceilling Wall / Glass ~ Wall / Glass
Mounted Mounted Mounted Mounted
Page Number pg. 25 pg. 27 pg. 29 pg. 29
Snowmobile
120
Noise Level Chart (dB) | |
140
Aircraft At Take-off
Warranty 5 Years

AireGard.

Life. Refreshed,



ERV-350
Turbine
Three

1195 QL2
1190
1180

350
350
300

200

39 Speed 3
35
29

240v/50Hz
200 (8”)

36.0

Ceiling Mounted
(Horizontal)

pg. 31

Fireworks
180

ERV-600
Turbine
Three

1200
1195
1190 gL
600 Speed 3
600
530

440

42 Speed 3
38
34
240v/50Hz
250 (10”)
70.0

Ceiling Mounted
(Horizontal)

pg. 31

5 Years

FS-150
Turbine
Three

150 Speed 3
100 Speed 2,
peed

68 pee
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peed

240v/50Hz
150 (6”)

9.5

Ceiling Mounted
(Horizontal)

pg. 33




Guide

SQ-600 a

SNS-300 .
.

$Q-110 | I)
Wy

S AS-9020 @'
= :
§
SL-110
AE - 120 )L
AXA-320 /
——
AXA-160 /
T
3
3 Ac180 )
cG‘G

AireGard.

up to 200 sq. .

up to 100 sq. ft.

Not
Recommended

Not
Recommended

Not
Recommended

Not
Recommended

Not
Recommended

Not
Recommended

Not
Recommended

] s

Ventilator il s "= M

——T

ACH 15

up to 270 sq. ft.

up to 130 sq. ft.

up to 48 sq. ft.

up to 53 sq. ft.

up to 48 sq. ft.

up to 53 sq. ft.

up to 48 sq. ft.

up to 53 sq. ft.

up to 80 sq. ft

Life. Refreshed,



ACH 12

up to 330 sq. .

up to 160 sq.ft.

up to 60 sq. ft.

up to 70 sq. ft.

up to 60 sq. ft.

up to 70 sq. ft.

up to 60 sq. ft.

up to 70 sq. ft.

Not
Recommended

.~
Vo Y

B'ccdroom

-

ACH 8

up to 500 sq. ft.

up to 240 sq. ft.

up to 90 sq. ft.

up to 100 sq. ft.

up to 90 sq. .

up to 100 sq. ft.

up to 90 sq. ft.

up to 100 sq. ft.

Not
Recommended

up to 500 sq. ft.

up to 240 sq. ft.

up to 90 sq. ft.

up to 100 sq. ft.

up to 90 sq. .

up to 100 sq. ft.

up to 90 sq. ft.

up to 100 sq. ft.

up to 150 sq. ft

up to 650 sq. ft.

up to 320 sq. ft.

up to 120 sq. ft.

up to 130 sq. ft.

up to 120 sq. ft.

up to 130 sq. .

up to 120 sq. ft.

up to 130 sq. ft.

up to 200 sq. ft

* ACH refers
to Air Change

Per Hour.

Ceiling Height 8 ft. - 9 ft. under FREE AIR DELIVERY Condition

o All specifications are subject to change without prior notice.
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Air Flow Performance

Ventilating a building by simply replaces stale or foul air with clean, and fresh air. Although the
ventilation process is required for many different applications, the airflow fundamentals
never change:

NDESIRED AIR OUT, FRESH AIR IN

The key variables that do change depending on applications are the fan model and the air volume
flow rate (CFM). Other considerations include the resistance to airflow (static pressure or SP).
Occasionally, a customer will require a fan to perform a particular function, yet does not know
which model to use or even what CFM is necessary. In this case, some fan specification work
must be done. Fan specification is usually not a precise science and can be done confidently
when the fan application is understood.

Based on the application, three parameters need to be determined. They are:
( Fan Model ) ( CFM ) ( Static Pressure (SP) )

$Q-600 SNS-300

Duct Size : 200mm (8”) - Duct Size : 150mm (6”)
% Air Temperature : 30 Celcius Air Temperature : 30 Celcius
Friction Factor  : 0.0066 in.wg / foot “——" Friction Factor  :0.0075 in.wg / foot
Duct Duct Static  CFM Pressure pyct Duct Static CFM Pressure
Length (ft.) Length(m) Pressure Loss (%) Length (ft) Length(m) Pressure Loss (%)
(in.wg) (in.wg)
0 0 0.08 570 -5 0 0 0.08 290 -3
10 3 0.23 510 -15 10 3 0.24 270 -10
20 6 0.29 480 -20 20 6 0.31 230 -23
30 9 0.36 460 -23 30 9 0.39 190 -37
40 12 0.42 425 -29 40 12 0.46 130 -57
50 15 0.49 390 -35 50 15 0.54 80 -73

SQ-110 AS-9020

Duct Size : 100mm (4”)
Air Temperature : 30 Celcius
Friction Factor  :0.0101 in.wg / foot

.F Duct Size : 100mm (4”)
Vr(( Air Temperature : 30 Celcius
Friction Factor  :0.0085 in.wg / foot

Duct Duct Static  CFM Pressure Duct Duct Static CFM Pressure
Length (ft.) Length(m) Pressure Loss (%) Length (ft) Length(m) Pressure Loss (%)
(in.wg) (in.wg)
0 0 0 110 O 0 0 0 120 O
1.5 0.12 105 -5 5 1.5 0.13 112 -7
10 3 0.17 102 -7 10 3 0.18 104 -13
15 4.5 0.21 100 -9 15 4.5 0.23 98 -18
20 6 0.25 94 -15 20 6 0.28 92 -23
25 7.6 0.29 86 -22 25 7.6 0.33 88 -27

AireGard.

Life. Refreshed,



AS-6090 SL-110

Duct Size : 100mm (4”)
Air Temperature : 30 Celcius
Friction Factor  : 0.0057 in.wg / foot

Duct Size : 100mm (4”)
Air Temperature : 30 Celcius
Friction Factor  : 0.0085 in.wg / foot

Duct Duct Static CFM Pressure  Duct Duct Static  CFM Pressure
Length (ft.) Length(m) Pressure Loss (%)  Length(ft) Length(m) Pressure Loss (%)
(in.wg) (in.wg)
0 0 0 90 0 0 0 0 110 0
5 1.5 011 83 -8 5 1.5 012 98 -11
10 3 014 79 -9 10 3 017 90 -18
15 45 017 76 -16 15 4.5 0.21 84  -24
20 6 0.19 73 -19 20 6 0.25 74 -33
25 7.6 0.22 70  -22 25 7.6 0.29 65 41
AE-120 AXA-500

Duct Size : 200mm (8")
Air Temperature : 30 Celcius
Friction Factor  : 0.0066 in.wg / foot

Duct Size : 100mm (4”)
Air Temperature : 30 Celcius
Friction Factor  : 0.0085 in.wg / foot

Duct Duct Static CFM Pressure  Duct Duct Static CFM Pressure
Length (ft.) Length(m) Pressure Loss (%) Length (ft.) Length (m) Pressure Loss (%)
(in.wg) (in.wg)
0 0 120 O 0 0 0.00 485 0O
5 15 0.13 112 -7 10 3 0.04 460 5
10 3 0.18 104 -13 20 6 0.06 400 18
15 4.5 0.23 98 -18 30 9 0.08 375 23
20 6 0.28 92 -23 40 12 0.10 363 25
25 7.6 0.33 88 -27 50 15 0.12 355 27
AXA-320 AXA-160
Duct Size : 150mm (6”) Duct Size : 100mm (4”)
Air Temperature : 30 Celcius Air Temperature : 30 Celcius
Friction Factor  : 0.0075 in.wg / foot Friction Factor  :0.0101 in.wg / foot
Duct Duct Static CFM Pressure  Duct Duct Static CFM Pressure
Length (ft.) Length (m) Pressure Loss (%) Length (ft.) Length(m) Pressure Loss (%)
(in.wg) (in.wg)
0 0 0.00 325 0 0 0 0.00 160
10 3 0.08 310 5 5 1.5 0.08 152
20 6 0.14 290 11 10 3 0.13 135 16
30 9 0.18 270 17 15 4.5 0.18 130 19
40 12 0.22 255 22 20 6 0.22 125 22

50 15 0.24 240 26 25 7.6 0.25 120 25

o Al specifications are subject to change without pror notce, 4 4
** Data shown are on the basis of the highest speed selection.
(Except for SNS-300, SQ-110 and SL-110)



Mixed F

Designed for optimum pressure characteristics and simple connectivity.

oW

AireGard.

(mm)

Model

AXA-500 AXA-320 AXA-160

307
220
198
74

60

165
127
260

313
200
149
60.5
74
130
108.5
230

304
178
98
60
80
123
101
205

Vg
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AXA-320 AXA-160

AXA-500 AXA-320 AXA-160
Fan Type Impeller Blades with Guide Vanes
Air Flow (CFM) 500 324 165

418 259 138

336 G 200 &P 110 P
Noise Level (dB) 63 33 31

59 31 28

55 29 26
Duct Size (mm)/(inch) 200 (8”) 150 (6”) 100 (4”)

AXA-Series Set

A : . i
g, ' ( ﬁ

AXA-500 WVK-8E2R
AXA-320 WVK-6B2R
AXA-160 WVK-2B2R

13



Low Profile Series

Developed with ceiling space constraint in mind, it has been designed to
provide superior air-flow capacity levels and simplified installation due to its
minimal body height at only 5.5” (140 mm).

N
o))
[
oo

277
290

140

&
302 100

AireGard.

Life. Refreshed,



SL-110

Fan Type Turbine

Noise Level (dB) 40




Eco Series

Specially designed to provide a cost-effective and energy saving
ventilation for both residential and commercial use.

240 80

|

266
280
172

50| @97

AireGard.

Life. Refreshed.



AE-120

Fan Type Turbine
Air Flow (CFM) 120
Noise Level (dB) 43
Duct Size (mm)/(inch) 100 (4”)

Optional Accessories

Wall Vent Kit
details at page 31

17




Super Quiet Series

Super ventilator with ultra quiet turbine fan ensures high air volume
capacity and suitable for multi-point extraction.

71, 385 S71
i 429 |
Az
W I NTA
NS LT o
— i U TR TR S N I [©
™[N it N
Q 1o VQ
XV | | [ D | |
EES s S
vY :
N
<

Detail of hanger fittings

AireGard.
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5Q-600

Fan Type Turbine

Air Flow (CFM) 600
530

Noise Level (dB) 35
34

Duct Size (mm)/(inch) 200 (8”)

SQ-600 Set

SQ-600 WVK-8E2R

19




INn-Line Series

High performance in-line extractor with ultra quiet turbine fan designed
for ducted ventilation suitable for both residential and commercial use.

’ 274 ) . 239

269

L 243 N 167 |
| 9x19 |
(mounting hole) (mm)

AireGard.

Life. Refreshed.



SNS-G00

Fan Type Turbine
Air Flow (CFM) 300
Noise Level (dB) 48
Duct Size (mm)/(inch) 150 (6”)
SNS-300 Set

SNS-300 WVK-6B2R

21



\

Super Quiet Series

Hear almost nothing with the world’s quietest room ventilator with noise level of 20 dB.
It is the perfect choice for your bedroom.

215
280

C

(mm)

AireGard.

Life. Refreshed.



5Q-110

Fan Type Turbine
Air Flow (CFM) 110
Noise Level (dB) 20
Duct Size (mm)/(inch) 100 (4”")

Optional Accessories

Wall Vent Kit

details at page 31

23



Silent Series

Innovative design with dual speed function using metal housing for quiet operation.

266

280

215
76 | @110

(mm)

AireGard.

Life. Refreshed,



AS-9020

Fan Type Turbine

Air Flow (CFM) 120
90

Noise Level (dB) 36
29 Qe

Duct Size (mm)/(inch) 100 (4”)

Optional Accessories

Wall Vent Kit

details at page 31

25



Silent Series

Innovative design with dual speed function using metal housing for quiet operation.

!
[

240

130
75

210
e
@110

k 0 Q

1120

AireGard.

(mm)

Life. Refreshed,



AS-6090

Fan Type Turbine
Air Flow (CFM) 90
60
Noise Level (dB) 36
28
Duct Size (mm)/(inch) 100 (4”)

Optional Accessories

Wall Vent Kit
details at page 31

27



Compact Series

Lightweight compact design suitable for wall and glass panel installation.

= I Model AC-180 AC-60
A 208 130
B 208 130

D C (o 150 100
D 208 140
E 8 6

~ | (mm) F 118 110

—A
E F

AireGard.

Life. Refreshed.



AC-180

Air Flow (CFM) 180 60

Duct Size (mm)/(inch) 150 (6") 100 (4”)




ERV Ventilation System

ERV-600

AireGard revolutionary Energy Recovery Ventilator (ERV series) is one of the most
effective and cost efficient solutions to handle Sick Building Syndrome problems.

].C.
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AireGard.
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Model
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zZZ X

ERV-600

1134
1116

85
1045

1190
19
678
170
388

@ 242

ERV-350
904

824
107
754
960
19

500
111
270
@ 194

Life. Refreshed.



Fan Type
Air Flow (CFM)

Noise Level (dB)

Duct Size (mm)/(inch)

ERV-350

ERV-600 ERV-350
Turbine
600 350
600 350
530 300
42 39
38 35
34 29
250 (10" 200 (8")

31



Fresh Air Series

Highly intelligent centralised fresh air system. Designed to purify air
with a quadruple composite filtration system in a energy saving and
low noise compact structure.

403
319

(mm)

AireGard.

Life. Refreshed.



F5-150

Fan Type Turbine
Speed 3
Speed 2

Speed 1,
Noise Level (dB)




Accessories

O,

AA-LR4GI
100mm (4")
AA-LR6GI
150mm (6”)
AA-LRS8GI
200mm (8”")

Round Metal Louver

AA-YB6X4
150x100mm Y Branch
(6'x4")

AA-YB6X6
150x150mm Y Branch
(6'x6")

AA-YB8X4
200x100mm Y Branch
8'x4")

AA-YB8X6
200x150mm Y Branch
8'x6")

AA-YB8X8
200x200mm Y Branch
8'x8")

FLD-220.90/A1

Flat Channel Adapter

(Round to Round)

AireGard.

Life. Refreshed.

AA-LRN6GI
150mm (6”)
AA-LRNSGI
200mm (8”)

Diffuser Metal Louver

AA-R6X4
150x100mm Reducer
(6'x4)

AA-R8X4
200x100mm Reducer
(8"x4”)

AA-R8X6
200x150mm Reducer
(8"x6")

FLD-220.90/
DV45

Flat Channel
45 Degree
(Vertical Bend)

AA-LRE4AL
100mm (4”)
AA-LREGAL
150mm (6”)

AA-LRESAL
200mm (8”")

Round External
Aluminium Louver

AA-SDGI4

100mm/4”
Spiral Duct
AA-SDGI6
150mm/6”
Spiral Duct
AA-SDGI8
200mm/8”"
Spiral Duct

FLD-220.90/
DV90

Flat Channel
90 Degree
(Vertical Bend)

el

AA-
100mm (4”)

Square Aluminium
Louver

AA-FD4/10
10m. (100mm/4")
Flexible Hose
AA-FD6/10
10m. (150mm/6")
Flexible Hose
AA-FD8/10
10m. (200mm/8")
Flexible Hose

FLD-220.90/
DH45

Flat Channel
45 Degree
(Horizontal Bend)

J

|

AA-MPL4/2AL
100mm (4”) x2 Ports

AA-MPL6/2AL
150mm (6”) x2 Ports

Aluminium
Multi-Port
Louver

L)

FLD-220.90/EB

Elbow Bend with
150mm Rotating
Offset Spigot

FLD-220.90/
DH90

Flat Channel
90 Degree
(Horizontal Bend)




- e

-
- —————

AA-MPL4/3AL
100mm (4") x3 Ports

AA-MPL6/3AL
150mm (6”") x3 Ports

Aluminium Multi-Port
Louver

\’

FLD-220.90/2M

Flat Channel 2M

FLD-220.90/DC

Flat Channel Duct
Connector

FLD-220.90/AD2

(Round to Rectangular)

FLD-220.90/DCL

Flat Channel Duct Clip

WVK-2A2R
2m. Flexible Hose +
Internal & External
Round Louver

WVK-2B2R
4m. Flexible Hose +
Internal & External
Round Louver

WVK-2C2R
6m. Flexible Hose +
Internal & External
Round Louver

WVK-2D2R
8m. Flexible Hose +
Internal & External
Round Louver

WVK-2E2R
10m. Flexible Hose +
Internal & External
Round Louver

100mm (4") Set

WVK-2AR

2m. Flexible Hose +
External Round Louver
WVK-2BR

4m. Flexible Hose +
External Round Louver
WVK-2CR

6m. Flexible Hose +
External Round Louver
WVK-2DR

8m. Flexible Hose +
External Round Louver
WVK-2ER

10m. Flexible Hose +
External Round Louver

150mm (6”) Set

OF=

WVK-6A2R
2m. Flexible Hose +
Internal & External
Round Louver

WVK-6B2R
4m. Flexible Hose +
Internal & External
Round Louver

WVK-6C2R
6m. Flexible Hose +
Internal & External
Round Louver

WVK-6D2R

8m. Flexible Hose +
Internal & External
Round Louver
WVK-6E2R
10m. Flexible Hose +
Internal & External
Round Louver

100mm (4%) Set

1717

WVK-2A

2m. Flexible Hose +
External Square Louver
WVK-2B

4m. Flexible Hose +
External Square Louver
WVK-2C

6m. Flexible Hose +
External Square Louver
WVK-2D

8m. Flexible Hose +
External Square Louver
WVK-2E

10m. Flexible Hose +
External Square Louver

[ 150mm (67) |

WVK-6BR

4m. Flexible Hose +
External Round
Louver

WVK-6CR

6m. Flexible Hose +
External Round
Louver

35



SIX-Series

Market-leading Gear Drive
Automation with Power.

°

5
9
4
<

Model SIX SERIES PS SERIES
Blade 121t 16 ft 20 ft 241t 8ft 101t 121t 141t
Diameter (3.6 m) (4.9 m) (6.1 m) (7.3 m) (2.4 m) (3.0m) (3.6 m) (4.2m)
Max 365,000 397,000 428,000 460,000 160,558 195,176 231,530 266,470
Displacement CFM CFM CFM CFM CFM CFM CFM CFM
Max. Power
1.1 kw 1.5 kW 1.5 kW 1.5kw 0.15 kW 0.2 kW 0.3 kW 0.41 kW
Usage
Total Hanging
. 65 KG 80 KG 105 KG 120 KG 31 KG 35 KG 38 KG 41 KG
Weight
Motor MD Series 3 Phase AC PMSM Motor
MOTOR (4 poles) (Permanent Magnet Synchronous Motor)
Variable Frequency Drive Variable Frequency Drive
Control (inverter Drive ) (inverter Drive )
Warranty 5 Years

AireGard.

Life. Refreshed,



PSX Series

Advance Gearless Technology,
Driving Seamless Performance.

PSM SERIES PSX SERIES
16 ft 18 ft 20 ft 24 ft 16 ft 18 ft 20 ft 24 ft
(4.9 m) (5.5 m) (6.1 m) (7.3 m) (4.9 m) (5.5 m) (6.1 m) (7.3 m)
377,867 406,119 430,839 462,622 405,882 430,588 455,294 522,353
CFM CFM CFM CFM CFM CFM CFM CFM
1.0 kW 1.0 kW 1.2 kW 1.3 kW 0.8 kW 0.9 kW 1.1 kW 1.5 kW
108 KG 111 KG 114 KG 120 KG 115 KG 120 KG 129 KG 135 KG
PMSM Motor PMSM Motor
(Permanent Magnet Synchronous Motor) (Permanent Magnet Synchronous Motor)
Variable Frequency Drive Variable Frequency Drive
(inverter Drive ) (inverter Drive )
5 Years

o All specifications are subject to change without prior notice.
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[ PHANTOM BLACK ]

STORM

SERIES

Tough nut, portable F-36 doesn’t joke around. The air flow generated from the current lineup of
F-36, allows you to point large volume of concentrated air flow to where it is needed most. F-36
gives a fixed pointed direction of airflow. Don't like it pointing that way? Easy. A pair of durable
and quality wheels allows the giant F-36 to be moved with little effort. The F-36 is available in
Phantom Black and Royale Gray.

]”I‘_:ﬂ (mm) gmpliance

AireGard.

Life. Refreshed.



[ ROYALE GRAY ]

F-36

Blade Design 3-dimensional pitch blades
Blade Diameter 36 inch
RPM 890
730
CFM 10220
Voltage 240V /50 Hz
Power 450W
Current 21A
Warrranty 3 years

5O ft. Air Throvv

39



Project Reference In Malaysia

Eco Ardence

Shah Alam, Selangor
2019 - Current

Eco Majestic

Semenyih, Selangor
2019 - Current

AireGgﬂgg.



Eco Forest

Semenyih, Selangor
2019 - Current

Eco Sanctuary

Kota Kemuning, Selangor
2019 - Current

Setia Eco Templer

Rawang, Selangor
2019 - Current

Sunsuria City

Selangor
2019 - Current




Ames Hotel

Metrasquare Melaka
2019 - Current

Cantara
Residence

Selangor
2019 - Current

AireGard.




TWY Mont Kiara

Kuala Lumpur
2019 - Current

Kaleidoscope Residence

Setiawangsa, Kuala Lumpur
2019 - Current

Kingsley International
School

Putra Height, Selangor
2018

Vista Residences

Genting Highlands, Pahang
2018
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